
X2 Product Specifications
Xtreme Charge® 2 Station Product and Technical Specifications

Battery Evaluation and Test Battery Absorption and Saturation Charge

Xtreme Charge® X2 evaluates the battery 
during initial connection to determine the 
appropriate charge rate based on your 
battery’s specific size and condition. It tests 
the battery continually for as long as it is 
connected to the charger to determine the 
optimal bulk or float charge rate. This TEST 
step incorporates a Bad Battery indication if it 
determines the battery is either faulty and 
cannot be re-charged or below 7 volts.

The X2 is designed to be a MAINTENANCE 
charger for any type of 12-V lead-acid battery. 
By imposing only the appropriate charge rate, 
the battery is maintained safely at its proper 
operating voltage indefinitely. If the charger is 
connected to a discharged battery, its BULK 
charge capability (2.5 A actual/5 A effective, per 
channel) will re-charge the battery rapidly and 
safely so it can be put back into service quickly.

Proprietary Charge Algorithms Variable Float Maintenance Charge
A proprietary microprocessor controlled 
integrated technology measures both voltage 
and current to determine the appropriate 
amount of charge the battery is able to accept 
at any given time. As the pulse and saturation 
charges improve the battery’s condition, the 
charge rate may be increased safely to an 
optimal level. This proprietary algorithm 
protects the battery from the risk of damage 
due to overcharging.

PulseTech’s intelligent circuitry imposes the 
correct amount of charge rate as determined by 
the continual evaluation of your battery’s 
condition. The charge rate may be as minimal as 
0.2 A during typical float up to the full 2.5 A for 
more deeply discharged batteries. This variable 
float charge ensures the optimal charge rate is 
applied to the battery.

Xtreme Charge® is ideally suited for AGM and Maintenance-Free Batteries! The combination of PulseTech’s patented pulse 
technology and proprietary charging algorithm typically allows it to charge these high-performance batteries more fully 

while maintaining a safe charge profile for traditional batteries.

Product Specifications Included with Charger
Charge Output Channels - 2 Two - 2' Fuse-protected quick-disconnect battery clamp leads

Internal Power Suppply - 2 Fully Independent Two - 2' Fuse-protected quick-disconnect battery eyelet lug leads

Input Voltage - 100 - 250 VAC             Safety Instructions

Max Charge Current - 2.5A (5.0 Effective) per channel Quick Start Guide

Maximum Power - 37 Watts per channel 5 Year Warrranty

Bulk Charge Voltage - 14.8V per channel

Functional Output Cable Length - 8' per channel

Agency Listing - CUL Approved

Housing - Weatherproof Rubberized base
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